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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED Module Floodlight(TITAN)����������������

SPEC.:

MFR.: Sedna LED Ltd

TYPE:

DIM.: 

SUR.:

WEIGHT:8

SERIAL No.:

PROTECTION ANGLE:

Test:U:219.9V I:0.5440A P:117.2W PF:0.9790  Lamp Flux:11589.7x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 98.89 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

η

η

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

η

η

SDMFL-120

118

220

11589.7

1

219.9

5848

100.0

11590

DIRECT

0.0

100.0

1.14

1.08

0.0,47.6

0.0,52.4

1.25

1.30

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG
γ
γ

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-10-30
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AAI Figure

SPEC.:

TYPE:

DIM.: 

SUR.:

WEIGHT:8

SERIAL No.:

PROTECTION ANGLE:

Test:U:219.9V I:0.5440A P:117.2W PF:0.9790  Lamp Flux:11589.7x1 lm

5m
16.4ft

845.88cm
27.75ft

118.8,232.1lx
11.04,21.56fc

10m
32.81ft

1691.77cm
55.5ft

29.71,58.03lx
2.760,5.391fc

15m
49.21ft

2537.65cm
83.26ft

13.20,25.79lx
1.227,2.396fc

20m
65.62ft

3383.54cm
111ft

7.427,14.51lx
0.6900,1.348fc

25m
82.02ft

4229.42cm
138.8ft

4.753,9.284lx
0.4416,0.8625fc

Height Eavg,Emax DiameterAngle:80.45deg

Flux out:6808 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG
γ
γ

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping

MFR.: Sedna LED Ltd

Test Date:2013-10-30

NAME: LED Module Floodlight(TITAN)
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ISOLUX DIAGRAM

SPEC.:

TYPE:

DIM.: 

SUR.:

WEIGHT:8

SERIAL No.:

PROTECTION ANGLE:

Test:U:219.9V I:0.5440A P:117.2W PF:0.9790  Lamp Flux:11589.7x1 lm

131.2' 40.00m
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 78.7' 24.00m
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  0.0'  0.00m
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0.0'
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16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 1.731lx 0.1608fc

  5% 2.884lx 0.268fc

 10% 5.769lx 0.5359fc

 30% 17.31lx 1.608fc

 50% 28.84lx 2.68fc

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG
γ
γ

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping

MFR.: Sedna LED Ltd

Test Date:2013-10-30

NAME: LED Module Floodlight(TITAN)
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG
γ
γ

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-10-30


