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SDSL-EL060

Light Output Ratio:           100.0%

Luminaire Power:              62.9 W

90% Beam Spread              28.9V x 121.5H

50% Beam Lumens              782.2 lumens per klm.

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03
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H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03

MODEL:                      SDET8-0600

NORMALPOWER(W):             62.9W

RATED VOLTAGE(V)             230v

NORMALFLUX(lm):             5657.88LM

LAMPS INSIDE                 1PC

TESTVOLTAGE:                230.01V

IMAX(cd):                   2097

BEAMANGLE:                 113DEG

EFFENCY:                   89.95lm/W

MODEL:                      SDSL-EL060
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H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED Street Light

SPEC.:

MFR.: Sedna LED Ltd

TYPE:

DIM.: 

SUR.:

WEIGHT:3

SERIAL No.:

PROTECTION ANGLE:

Test:U:230.01V I:0.2880A P:62.90W PF:0.9910  Lamp Flux:5657.88x1 lm
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Luminance Diagram

-90
-90

-80

-80

-70

-70

-60

-60

-50

-50

-40

-40

-30

-30

-20

-20

-10

-10

0

0

10

10

20

20

30

30

40

40

50

50

60

60

70

70

80

80

90

90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:2097(H37.5,V-26.5)
 (At:C=150.0,Gamma=48.0)

UNIT: cd

10% 209.7
20% 419.4
30% 629.2
40% 838.9
50% 1049
60% 1258
70% 1468
80% 1678
90% 1887

NAME: LED Street Light

SPEC.:

MFR.: Sedna LED Ltd

TYPE:

DIM.: 

SUR.:

WEIGHT:3

SERIAL No.:

PROTECTION ANGLE:

Test:U:230.01V I:0.2880A P:62.90W PF:0.9910  Lamp Flux:5657.88x1 lm

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03
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AAI Figure

2m
6.562ft

344.60cm
11.31ft

240.6,414.9lx
22.36,38.55fc

5m
16.4ft

861.49cm
28.26ft

38.50,66.39lx
3.577,6.168fc

8m
26.25ft

1378.39cm
45.22ft

15.04,25.93lx
1.397,2.409fc

12m
39.37ft

2067.59cm
67.83ft

6.684,11.53lx
0.6210,1.071fc

15m
49.21ft

2584.48cm
84.79ft

4.278,7.377lx
0.3974,0.6853fc

Height Eavg,Emax DiameterAngle:81.49deg

NAME: LED Street Light

SPEC.:

MFR.: Sedna LED Ltd

TYPE:

DIM.: 

SUR.:

WEIGHT:3

SERIAL No.:

PROTECTION ANGLE:

Test:U:219.9V I:0.2880A P:62.90W PF:0.9910  Lamp Flux:5657.88x1 lm

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03
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Planar Illuminance Curve

Planar Illuminance Curve
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H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:25DEG Humidity:90.0%

Test Distance:7.860m [K=1.0000]Operators:Mei Yuanping
Test Date:2013-05-03


